Install Driver

It’s necessary to install the driver if it’s the first time to use OBDBook online
update, follow the steps below for the installation:

5.1 If it’s the first time to connect OBDBook to PC via a USB cable, a dialog box as
below will be popped up:

Found New Hardware

ol CP2102 USB to UART Bridge Controller
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Then, another dialog box as below will appear:

Found New Hardware Wizard |

Welcome to the Found New
% Hardware Wizard
Ny

Thiz wizard helpz pou install a device driver for a
hardware device.

To continue, click Mext.

4'—’( Mest » I ’Eancel |
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Click “Next’ to enter a sequent dialog box as below:



Found New Hardware Wizard

Install Hardware Device Drivers tﬁ‘
A device drver iz a software program that enables a hardware device bo work with \?‘
an operating system.

This wizard will complete the installation for this desice:
@ CP2102 USE to UART Bridge Controller

& device diver iz & software prooram that makes a hardware device work. ‘Windows
needs driver files for your new device. To locate diver files and complete the
installation click Nest.

What do ya b
+ Search for 2 suitable diver for my device [recommended)

" Dizplay ahst o ewce 5o that | can choose a specific

driver

< Back | Mext > I Cancel

Select ‘earch for a suitable driver for my device (recommended)’ and click ‘Next’, >

Found MNew Hardware Wizard

Locate Driver Files "
Where do you want Windows to search for driver files?

Search for drives files for the following hardware device:
@ CP2102 USE to UART Bridge Controllar

The wizard zearches for suitable drivers in its divver database on wour computer and in
any of the following optional search locations that you spacify,

To stait the search, click Next. [f vou are searching on a floppy disk or CD-BOM drive.
inzert the floppy disk or CD before chicking Mext.

Optional zearch locations:
[ Floppy disk drives

<Back | New> | Cancel |

Tick in the box to the left of ‘Specify a location’ to select driver from the existing catalogue, then
click ‘Next’, >




Found Mew Hardware Wizard E3 |

Inzert the manufacturer's installation disk into the drive
g zelected, and then click OF.

ak.

Cancel

i I Browse...

Click ‘Browse’ and find the related diver from the directory of disk path which has been selected
in step 4.1.1, as below:

Locate File

Lok in: [ =3 Win2K_<P = « & e E-
[ Histam =
. [ Desktop
- 4 My Documents
History AS My Computer
= &5 3% Floppy (&)
! = Local Disk [C:)
Desktop = Laeatfrivtd
My Documents =9 LOCAL DISK [E:)
2=} Compact Dise [F:)
_@ My Metwork Places
& = File name: |slabhus.inf j
Files of tupe: 12 et Infomation (= inf] =l
Click ‘OK’, =




Look i | {23 Win2K_<P x| = &t E-
5| slabbus,inf

My Docurments
My Compuiter
A=

2= | Filename: [stabw2k inf
My Metwork F...

K1H{EH

Files of type:; ISelup Irtormation (% inf]

Select ‘slabw2k.inf’, and click ‘OK’, -

Found New Hardware Wizard

Driver Files Search Results !ﬁh
The wizard has finished searching for diver files for your hardware device, #

The wizard fownd a divver for the following device:
@ CP2102 USE to UART Bridge Controller

Windows found a driver for this device. To nstal the diiver Windows found, click Mest.

(= d:hep2] D2%emn2k_sphslabbus.inf

¢ Bh [ news | ) Cancel
v

Click ‘Next’, =



Found New Hardware Wizard

Completing the Found New
Hardware Wizard

\> CODELIME for OBDCAN USE Composite
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Device

Windows has finished instaling the software for this device.

To cloge thiz wizard. click Finish.

'(I:IE‘F i Finish I ) Concel

Click ‘Finish’ to end the installation.

5.2 You have completed OBDBook driver installation successfully, but we are not aware of the
locations of the USB installed, please perform as the followings:
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5.2.1 Back to WINDOW desktop, right click ‘“My computer’ and select ‘Properties’ in the
pop up menu.




System Properties

5.2.2 A dialog box will be popped up, click ‘Device Manager’, another dialog box as below will
appear:



Jn_ttim View |J§- #|F@i|[@“

[+ H Eatteries _‘LI
B Computer
[+ Disk drives
)-£4) DVDJCD-ROM drives
[#-52 Floppy disk controllers
[+&= Floppy disk drives
[+] &% IDE ATA/ATAPI controllers
& IEEE 1394 Bus host controllers
-8 Keyboards
&2 .{“‘3 Mice and other pointing devices
B3 network adapters
-9 Other devices
9@ PCMCIA adapters
=l j Ports (COM & LPT)
& ;\; CODELINK For OBD&8CAN USB C I'I'lfh:”vr (COM3)
' _\f Communications Pork (COM1)
5 ECP Printer Port (LPT1)
IJ <EI Sound, video and game controllers
% System devices

[ Universal Serial Bus controllers

| J |

2%

—_
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Till now, CODELINK for OBD&CAN driver has been installed completely, the default port is
‘COM3’, which is the PORT needed for the update.



